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POTENCIAL SOLARNIi ENERGIE V CR: STRECHY A FASADY

Podle studie EGU Brno by v Cesku solarni elektrarny na vSech technicky vhodnych stfechach

a fasadach pokryly az 27 % spotreby elektriny.

JAKOU CAST SPOTREBY BY STRESNI A FASADNI
SOLARNI ELEKTRARNY POKRYLY?

Celkové spotfeba v CR v roce 2019  Instalovany
¢inila 66,9 terawatthodin (TWh) vykon

mobc.!:‘kms&lﬁrgj I 23TWh(34%) 2061 MW
Odhad podie
hiel

Stiedni  Fasadni
93TWh(139%) 87TWh(130%)

18,0 TWh (26,9 %) 23700 MW

* Pro rok 2019 je zahrnuta vyroba ze vech typd soldrnich elektraren
** Odhad EGU Brno nebere v potaz krajinny réz, postoj obyvatel a mistni omezeni

KOLIK PLOCHY BY SOLARNI PANELY ZABRALY?

RoziohaCeskaje =  Studiepotita = Z1toho 18 %, ). 64 km stiech,
78 871 km? se stiedni plochou by pokryly soldmi panely.
0 velikosti 311 kmy? /S

. Stfechy
o vCR

Zaroven by doSlo k pokryti
80 km’ fasdd

ENCE CC BY 4

vice info na faktaoklimatu.cz/potencial-solami-energie-cr-strechy

ZAKLADNI POJMY

Instalovany vykon oznatuje maximalni elektricky vykon elektrarny,
ke kterému je technicky zplsobild. Udédva se ve wattech (W)

Vyroba (a tedy pokryti spotfeby) oznacuje, kolik elektrarna za danych
vnéjSich podminek rediné vyprodukuje. Udéava se ve watthodinach (Wh)

Pomér mezi skutednou vyrobou elekifiny
a elektfinou, ktera by byla vyrobena pfi
nepletrzitém vyuiti instalovaného
vykonu, vyjadfuje tzv. koeficient vyuziti

Ten u solarnich elektraren dosahuje

v priméru 12,5 %, a to kvlli noéni
absenci slunecniho zafeni, jeho nizsi
intenzité mimo poledni hodiny a nebo
zataZené obloze. Jeho hodnota se
béhem roku méni

Pramérny koeficient vyuziti soldmich
elektrdren v letech 2015-2020

20%
- |““‘I
096II Ill
Leden

Cervenec  Prosinec

JAK S| PREDSTAVIT SOLARNI PANEL?

Panel (rozméry 1x2 m)

el

Vykon panelu se bézné pohybuje v rozmezi

Orientace (idediné na jih)

320-400W
Skion Ro&ni vyroba dosahuje v zdvislosti na sklonuy
(na stiechéch 35° a vnéjsich podminkach 200400 kWh
na fasadach 0%)

zdroj dat: EGU Brno, ERU



Technology cost-declines since 2010
(Source: BloombergNEF)

85% 49% 85%



y/ Global Levelised Costs of Electricity from Newly Commissioned Utility-scale
/ Renewable Power Generation Technologies, 2010 and 2020

Solar photovoltaics

© 2020 USD/kWh

=

03 1

-85%

Concentrating solar
thermal power

L L

Offshore wind power Onshore wind power

a5h percentile

Average cost .

-68% -54% -489% 5 percentile
02 -

Fossil

o 0.108 . R fuel

I 0.089 . cost
0.057 R range

= 0.039
2010 2020 2010 2020 2010 2020 2010 2020

Source: IRENA.
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